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Whitehorse Village
Development Precinct
Mount Buller
BUSHFIRE 
MANAGEMENT PLAN

Constru ction standards
The b uildin gs in  p arcel 'B' must b e design ed an d co n structed
to  a min imum Bushfire Attack Level of BAL-40 an d the b uildin gs
in  p arcel 'D' to a min imum Bushfire Attack Level of BAL-29

Defendab le space
‘Inner zone’ – vegetatio n  (an d o ther flammab le materials) w ill b e modified an d man aged 
in  acco rdan ce w ith the follo w in g req uiremen ts:
• Grass must b e sho rt cro p p ed an d main tain ed durin g the declared fire dan ger p erio d.
• All leaves an d vegetatio n  deb ris must b e remo ved at regular in tervals durin g the declared fire dan ger p erio d.
• Within  10 metres of a b uildin g, flammab le o b jects must n o t b e lo cated clo se to the vuln erab le p arts of the b uildin g.
• Plan ts greater than  10 cen timetres in  height must n o t b e p laced w ithin  3m o f a w in do w o r glass feature of the b uildin g.
• Shrub s must n o t b e located un der the can o p y of trees.
• In dividual an d clump s of shrub s must n o t exceed 5 sq uare metres in  area an d must b e sep arated b y at least 5 metres.
• Trees must n o t o verhan g o r to uch an y elemen ts of the b uildin g.
• The can o p y o f trees must b e sep arated b y at least 5 metres.
• There must b e a clearan ce o f at least 2 metres b etween  the lo west tree b ran ches an d gro un d level.
‘Ou ter zone’ – vegetatio n  (an d o ther flammab le materials) 
w ill b e modified an d man aged 
in  acco rdan ce w ith the follo w in g req uiremen ts:
• Trees must n o t o verhan g the ro o flin e of an y b uildin g, to uch walls o r o ther
elemen ts of the b uildin gs.
• Grass must b e n o  mo re than  5 cen timetres in  height an d all leaves an d
vegetatio n  deb ris are to b e remo ved at regular in tervals.
• Plan ts greater than  10 cen timetres in  height at maturity must n o t b e p laced
directly in  fro n t of a w in do w o r o ther glass feature.
• Tree b ran ches b elo w 2 metres from gro un d level must b e remo ved.
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